
Photocell controlled	and		
PIR activated,	the	lanterns		
automatically	turn	on	at	night		
at	high	level	then	dim	down	after		
60	seconds	or	last	activation,	at	dawn		
the	lanterns	automatically	switch	off.
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P-Lux
Lanterns
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Contemporary Lantern
GL-4612LU

Specification
Voltage	 230V
Wattage	 8W
Colour	Temp.	 4000K
Lumens	 600lm
Power	Factor	 0.9
Lamp	 COB	LED
Lamp	Life	 50,000hrs
IP	Rating	 IP44

321mm

213mm

DUSK

DAWN

Lantern	switches	on	
at	dusk	to	2W/150lm

After	60sec
lantern	returns	

to	2W/	150lm	

At	dawn	
photocell	

switches	off	
lantern

PIR	triggers	
full	8W/600lm	
illumination

Person
detected

Why choose a P-Lux lantern?
At	the	heart	of	a	P-Lux	LED	
Lantern	is	a	digital	LED	
driver	and	a	Tri-Sensor	
technology	package	that	
senses	light,	temperature	
and	movement.

Benefits
•	 Security	light	level	on	demand
•	 Low	energy	consumption
•	 2	level	light.
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Contemporary Half Lantern
GL-1190LU

Specification
Voltage	 230V
Wattage	 8W
Colour	Temp.	 4000K
Lumens	 600lm
Power	Factor	 0.9
Lamp	 COB	LED
Lamp	Life	 50,000hrs
IP	Rating	 IP44

141mm

390mm

96mm

Half Lantern
GL-4224LU

Specification
Voltage	 230V
Wattage	 8W
Colour	Temp.	 4000K
Lumens	 600lm
Power	Factor	 0.9
Lamp	 SMD	LED
Lamp	Life	 50,000hrs
IP	Rating	 IP44

109mm

200mm

283mm
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Black Large Traditional Aluminium Lantern
GL-2362LU

Specification
Voltage	 230V
Wattage	 8W
Colour	Temp.	 3000K
Lumens	 600lm
Power	Factor	 0.9	
Lamp	 COB	LED
Lamp	Life	 50,000hrs
IP	Rating	 IP44

452mm

239mm

201mm

Modern Post Lantern
GL-4689LU/BLK	 GL-4689LU/SS
Black	Aluminium	 316	Stainless	Steel

Specification
Voltage	 230V
Wattage	 8W
Colour	Temp.	 4000K
Lumens	 600lm
Power	Factor	 0.9	
Lamp	 SMD	LED
Lamp	Life	 50,000hrs
IP	Rating	 IP44

155mm

119mm

339mm
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Gloss Finish Five Panel Aluminium Half Lantern
GL-5021LU/BLK	 GL-5021LU/WH
Black	 White

Specification
Voltage	 230V
Wattage	 8W
Colour	Temp.	 3000K
Lumens	 600lm
Power	Factor	 0.9	
Lamp	 COB	LED
Lamp	Life	 50,000hrs
IP	Rating	 IP44

123mm

123mm

365mm

164mm

365mm

164mm

Five Panel Aluminium Half Lantern
GL-2061LU/BLK	 GL-2061LU/WH
Black	 White

Specification
Voltage	 230V
Wattage	 8W
Colour	Temp.	 3000K
Lumens	 600lm
Power	Factor	 0.9
Lamp	 COB	LED
Lamp	Life	 50,000hrs
IP	Rating	 IP44
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Black Three Panel Aluminium Half Lantern
GL-5061LU

Specification
Voltage	 230V
Wattage	 8W
Colour	Temp	 3000K
Lumens	 600lm
Power	Factor	 0.9	
Lamp	 COB	LED
Lamp	Life	 50,000hrs
IP	Rating	 IP44

245mm

482mm

112mm

Gloss Finish Traditional Aluminium Lantern
GL-1362LU/BLK	 GL-1362LU/WH
Black	 White

Specification
Voltage	 230V
Wattage	 8W
Colour	Temp.	 3000K
Lumens	 600lm
Power	Factor	 0.9	
Lamp	 COB	LED
Lamp	Life	 50,000hrs
IP	Rating	 IP44

200mm

365mm

178mm
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Black Contemporary Aluminium Lantern
GL-4812LU

Contemporary Hanging Aluminium Lantern
GL-2044LU

Specification
Voltage	 230V
Wattage	 8W
Colour	Temp.	 3000K
Lumens	 600lm
Power	Factor	 0.9
Lamp	 COB	LED
Lamp	Life	 50,000hrs
IP	Rating	 IP44

108mm

258mm

154mm

Specification
Voltage	 230V
Wattage	 8W
Colour	Temp.	 3000K
Lumens	 600lm
Power	Factor	 0.9
Lamp	 COB	LED
Lamp	Life	 50,000hrs
IP	Rating	 IP44

232mm

200mm

255mm
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Coastal Lantern
GL-COALU/KFB	 GL-COALU/KFG
Black	 Grey

158mm

30
8m

m

118m
m

Specification
Voltage	 230V
Wattage	 2x	6W
Colour	Temp.	 4000K
Lumens	 2x	600lm
Power	Factor	 0.9	
Lamp	 SMD	LED
Lamp	Life	 50,000hrs
IP	Rating	 44

•	 Polycarbonate	construction	=	Anti-corrosion

•	 Lantern	with	Keyfinder	lamp

•	 In-built	spirit	level	to	ensure	perfect	mounting

•	 Temperature	compensation	for	PIR	sensitivity	adjustment

•	 Fast	Fix	connection.

CALL NOW FOR TRADE PRICES 
01905 610200 • www.gl-e.uk
Great	Western	Business	Park,	Worcester	WR9	4GN
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