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Mains LED Bollards

Code	 GL-BLD2302
Voltage	 230V
Wattage	 8.5W
Colour Temp.	 4000K
Lumens	 810lm
IP Rating 	 IP44
Dimensions	  
h1000 x w160 x d220mm

Tall Black Aluminium LED Bollard

Code	 GL-BLD2301
Voltage	 230V
Wattage	 7W
Colour Temp.	 3000K
Lumens	 700lm
IP Rating 	 IP44
Dimensions	  
h1000 x w110 x d140mm

Tall Modern Aluminium LED Bollard
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Mains LED Bollards

Code	 520260142
Voltage	 230V
Wattage	 6.5W
Colour Temp.	 3000K
Lumens	 750lm
IP Rating	 IP54
Dimensions	  
h570 x w70 x d154mm

Seine Short Curved Aluminium LED Bollard

Code	 GL-BLD2302
Voltage	 230V
Wattage	 4W
Colour Temp.	 3000K
Lumens	 320lm
IP Rating 	 IP44
Dimensions	  
h800 x  w85 x  d85mm

Tall Square Aluminium LED Bollard
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Mains LED Bollards

Reno Tall Aluminium LED Bollard

Code	 420760142
Voltage	 230V
Wattage	 4.5W
Colour Temp.	 3000K
Lumens	 450lm
IP Rating	 IP54
Dimensions	  
h1000 x w160 x d57mm

Reno Short Aluminium LED Bollard

Code	 520760142
Voltage	 230V
Wattage	 4.5W
Colour Temp.	 3000K
Lumens	 450lm
IP Rating	 IP54
Dimensions	  
h500 x w160 x d55mm
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Solar Bollards
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Code	 GL-15106
Wattage	 Max 1.6W
Lumens	 Max 150lm
IP Rating 	 IP54
Material	 Aluminium
Dimensions	  
h1000 x w165 x d165mm
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At the heart of a P-Lux LED Solar 
is a digital LED driver and a  
Tri-Sensor technology package 
that senses light, temperature 
and movement.

Photocell controlled and PIR 
(Passive Infrared) activated, the 
lantern automatically comes on 
at high level, then dims down 
after 60 seconds or last 
activation. At dawn the lantern 
switches off automatically.



Solar Bollards
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Code	 GL-32106
Wattage	 Max 3.5W
Lumens	 Max 210lm
IP Rating 	 IP54
Material	 Aluminium
Dimensions	  
h1000 x w140 x d227mm

Code	 GL-11602
Wattage	 Max 1.6W
Lumens	 Max 150lm
IP Rating 	 IP54
Material	 Aluminium
Dimensions	  
h1000 x w151 x d200mm
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